
* Image for reference only.

Conductor UM Nominal Jacket UM Nominal

mm 0.57

AWG 23 mm 0.62

mm 6.85

Insulation UM Nominal Packaging UM Nominal

mm 0.220 ft 1000

mm 1.110 Cable Weight Kg/Km 47.8

Net Cable Weight Kg 18.0

Core UM Nominal

Cabling lay length mm 100

Binder Características Eléctricas UM Valor

Impedancia Ohms 100 ± 15

Capacitancia mutua pF/m 45.9

Resistencia eléctrica d.c. Ohms/Km 67.4

Retraso diferecial max. (skew) ns 45

Attenuation RL NEXT ACRF PSNEXT

Máx. (dB) Mín. (dB) Mín. (dB) Mín. (dB) Mín. (dB)

2.0 20.0 74.3 67.8 72.3

3.8 23.0 65.3 55.8 63.3

5.3 24.5 60.8 49.7 58.8

6.0 25.0 59.3 47.8 57.3

7.6 25.0 56.2 43.7 54.2

8.5 25.0 54.8 41.8 52.8

9.5 24.3 53.3 39.8 51.3

10.7 23.6 51.9 37.9 49.9

15.4 21.5 47.4 31.9 45.4

19.8 20.1 44.3 27.8 42.3

29.0 18.0 39.8 21.8 37.8

32.8 17.3 38.3 19.8 36.3

40.5* 16.3* 36.1* 16.9* 34.0*

43.1* 15.9* 35.3* 15.8* 32.0*

* Tipical values, not normalized at this frequency.

62.5

38.8

36.8

28.9

- None higroscopic, floodant compound.

- Low Density Poliethylene Jacket, UV resistant.

- Direct bury cable.
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Part Number: 664466DB-45

OPERATING TEMPERATURE RANGE:

- 20°C a 75°C

APPLICATIONS:

PRINT: CERTIFICATION:

sep-13

LAN CABLE UTP CATEGOY 6 OUTDOOR

DESCRIPTION:

Reel

350*

400*

- Solid bare copper conductors 23 AWG.

- High Density Poliethylene insulation.

- Paired and cabled conductors with Cross Web.
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HDPE

ISO-9001 Quality System.

 SPECIFICATIONS:

ANSI/TIA-568-C.2

Structured cabling in LAN of high speeds:

- 10 BASE T  (IEEEE 802.3)

- 16 Mb/s Token Ring  (IEEE 802.5).

- 100 Mb/s TP-PDM (ANSI X3T9.5).

- 100 BASE BG

- 1.2 Gb/s ATM.

- 1000 BASE T (IEEE 802.3 ab).

PSACRF

CONDUMEX CAT. 6 4PR 23 AWG OUTDOOR VERIFIED TO ANSI/TIA-568-C.2 mm/yy #####FT

mm/yy = Mes y año de fabricación (2 dígitos; ej. 03/12 para Marzo 2012)

#### = Grabado secuencial cada dos pies.

PHYSICAL AND ELECTRICAL CHARACTERISTICS

Transmission Characteristics on 100m @ 20°C
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